
PABLO

3000 K, 4000 K
CRI ≥ 90, 2 SDCM
up 76 lm/W
L85 @ 50 000 h
DIM POTI

Type

Colours

Light distributions

ø 70
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  PABLO multilens
 track

Quickinfo

med.spot fl ood wide
fl ood

super
spot

DIM POTI / 
rotation lock

interchangeable 
diffusion sheets

DiiA® standards 
251, 252, 253

Data 
Monitoring

360° rotatable 
310° tiltable

DE Stromschienenstrahler aus Alumi-
niumdruckguss; pulverbeschichtet; 360° 
dreh- und 310° schwenkbar; Konverter im 
Strahlergehäuse aus Aluminium verbaut; 
mit COB (Chip on Board) Technologie für 
höchste Effizienz; keine Mehrfachschatten; 
energieeff. LEDs – sehr gute Farbwieder-
gabe; austauschbare Vorsatzlinsen; präzise 
Abstrahlcharakteristik mit verschiedenen 
Ausstrahlwinkeln; werkzeuglos einsetz- bzw. 
austauschbar; optische Aufsätze als Zubehör; 
Adapter für werkzeugloses Einsetzen bzw. 
Verschieben in verschiedenen 3-Phasen 
Stromschienen; Adapter-Fixierung wahlweise 
werkzeuglos mittels Rändel- oder Feststell-
schraube (Schraubendreher erforderlich); 
Punktauslass, wahlweise in Anbaugehäuse 
bzw. Einbaugehäuse, als Zubehör

EN Track light made of die-cast aluminium; 
powder coated; 360° rotatable and 310° tilta-
ble; converter installed in aluminium spotlight 
housing; COB (Chip on Board) technology 
for maximum efficiency; no multiple shadows; 
energy-eff. LEDs – very good colour render-
ing; exchangeable additional lenses; precise 
radiation characteristics with different beam 
angles; installed and exchanged without tools; 
optical attachments as accessories; adapter 
for toolless insertion or movement on a variety 
of 3-phase power tracks; adapter fixation 
optionally without tools by means of knurled 
screw or set screw (screwdriver required); 
point outlet, either in surface mounted hous-
ing or recessed housing, as an accessory



xal.com/pablo

PABLO multilens 10 – 60°

Optical accessories

OVAL FILTER
TYPE ORDER CODE

oval filter 60 × 15° 0 8 0 - 5 9 0 0 0 2 0
diffusion sheet for superspot* 0 8 0 - 5 9 0 0 0 3 0

*for a better homogeneous illumination

360°

310°

CRI
> 90
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90

ø 70

224 TRACK LIGHT
SYS. POWER COLOUR TEMPERATURE LUMINOUS FLUX ORDER CODE

14.8 W 3000 K 1050 lm 1 8 0 - 5 7 0 8
4000 K 1130 lm

incl. 5 pcs. interchangeable di� usion sheets

Order options

ADAPTER FIXATION

tool-free fixation 2
set screw (tool required) 1

COLOUR TEMPERATURE

3000 K 5
4000 K 6

CONTROL

DIM POTI

MATERIAL COLOUR

 tra�  c white RAL 9016 7
 jet black RAL 9005 8

BEAM ANGLE

10 / 19 / 30 / 38 / 40 / 64°

Options on request

CONTROL

DALI-2

220-240V1 ADDR.2-SDCM X-PERT X-PERT

Mounting accessories

 SURFACE HOUSING / POINT OUTLET
TYPE ORDER CODE

surface housing / point outlet 1 8 6 - 0 7 2 2 8

RECESSED HOUSING / POINT OUTLET
ceiling thickness: 1-30 mm

TYPE ORDER CODE

recessed housing / point outlet 1 8 6 - 0 7 2 2 7

32

ø 120

60

ø 124

ø 151

75126

LUMINOUS FLUX value calculated for 
CRI ≥ 90, colour white, lens spot
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Types

Colours

R 500

for round profile 

R 500

curve
connector

optimised adapter 
integration

TRACK 3-phase
recessed / surface / suspended

4338

1952

4338

1952

4338

1952

4338

1952

46 38

ø 45 32

40 38

8
3

ø 45 32

32

surface

recessed

connectors

curve

suspended

trim



 TRACK
 recessed

35xL
TRACK 240V-16A
L (mm) ORDER CODE

2000 1 8 6 - 0 1 2 2 1 3
3000 1 8 6 - 0 1 2 3 1 3
4000 1 8 6 - 0 1 2 4 1 3

end cap 1 8 6 - 0 2 2 0 1 1

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 1 1 1 3

I-connector 1 8 6 - 0 2 2 1 2 3

middle feed 1 8 6 - 0 2 1 3 2 3

end feed left 1 8 6 - 0 2 2 3 1 3
end feed right 1 8 6 - 0 2 2 4 1 3

L-connector right 1 8 6 - 0 2 2 1 3 3
L-connector left 1 8 6 - 0 2 2 2 3 3

T-connector right (poles internal) 1 8 6 - 0 2 2 1 4 3
T-connector left (poles internal) 1 8 6 - 0 2 2 2 4 3
 T-connector right (poles external)  1 8 6 - 0 2 2 1 7 3
 T-connector left (poles external)  1 8 6 - 0 2 2 2 7 3

X-connector 1 8 6 - 0 2 2 1 5 3

MOUNTING ACCESSORIES
TYPE ORDER CODE

clip 1 8 6 - 0 2 2 5 1 1 0

TRACK 3-phase / 3-phase + DALI-2-bus

220-240V1 ADDR.

cutting tool 1 8 6 - 0 2 1 9 1 1 0

52

38

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 jet black RAL 9005 8

52

38
322

115x27

33

52

254

148

48

52

100

48

52

148

48

52

148

14
896

52

52
52

Pole options

poles internal left poles internal right

poles external left poles external right

poles end feed left poles end feed right
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 TRACK
 surface / suspended

TRACK 240V-16A
L (mm) ORDER CODE

1000 1 8 6 - 0 1 1 1 2 3
2000 1 8 6 - 0 1 1 2 2 3
3000 1 8 6 - 0 1 1 3 2 3
4000 1 8 6 - 0 1 1 4 2 3

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 1 1 1 3

I-connector 1 8 6 - 0 2 1 1 2 3

end feed left 1 8 6 - 0 2 1 3 1 3
end feed right 1 8 6 - 0 2 1 4 1 3

L-connector right 1 8 6 - 0 2 1 1 3 3
L-connector left 1 8 6 - 0 2 1 2 3 3

T-connector right (poles internal) 1 8 6 - 0 2 1 1 4 3
T-connector left (poles internal) 1 8 6 - 0 2 1 2 4 3
 T-connector right (poles external) 1 8 6 - 0 2 1 1 7 3
 T-connector left (poles external) 1 8 6 - 0 2 1 2 7 3

X-connector 1 8 6 - 0 2 1 1 5 3

adjustable corner connector 1 8 6 - 0 2 1 1 6 3

MOUNTING ACCESSORIES
TYPE ORDER CODE

ceiling clip 1 8 6 - 0 2 1 5 1 1

pendant clip cable 1 8 6 - 0 2 1 5 2 1
pendant clip rod 1 8 6 - 0 2 1 5 4 1

joiner piece cable 1 8 6 - 0 2 1 5 3 1
joiner piece rod 1 8 6 - 0 2 1 5 5 1

SUSPENSION KIT
TYPE ORDER CODE

pendant 1000 1 8 6 - 0 2 1 6 1 1

cable 1500 1 8 6 - 0 2 1 7 1 1 0
cable 3000 1 8 6 - 0 2 1 7 2 1 0
cable 6200 1 8 6 - 0 2 1 7 3 1 0

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 white aluminium RAL 9006 6
 jet black RAL 9005 8

TRACK 3-phase / 3-phase + DALI-2-bus

end cap 1 8 6 - 0 2 1 0 1 1

middle feed* 1 8 6 - 0 2 1 3 2 3

*only available in white and black

cutting tool 1 8 6 - 0 2 1 9 1 1 0

220-240V1 ADDR.

32

38

32

38
322

115x27

33

32

254

148

58

32

90

58
32

148
14

896

32

58

32

148

32

37
0

32

32

58

32

Pole options

poles internal left poles internal right

poles external left poles external right

TRACK

poles end feed left poles end feed right
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xal.com/track

cutting tool 1 8 6 - 0 2 1 9 1 1 0

TRACK high 
surface / suspended

TRACK 240V-16A
L (mm) ORDER CODE

1000 1 8 6 - 0 1 6 1 1 3
2000 1 8 6 - 0 1 6 2 1 3
3000 1 8 6 - 0 1 6 3 1 3
4000 1 8 6 - 0 1 6 4 1 3

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 6 1 1 3

I-connector 1 8 6 - 0 2 6 1 2 3

end feed left 1 8 6 - 0 2 6 3 1 3
end feed right 1 8 6 - 0 2 6 4 1 3

L-connector right 1 8 6 - 0 2 6 1 3 3
L-connector left 1 8 6 - 0 2 6 2 3 3

T-connector right (poles internal) 1 8 6 - 0 2 6 1 4 3
T-connector left (poles internal) 1 8 6 - 0 2 6 2 4 3
T-connector right (poles external) 1 8 6 - 0 2 6 1 7 3
T-connector left (poles external) 1 8 6 - 0 2 6 2 7 3

X-connector 1 8 6 - 0 2 6 1 5 3

SUSPENSION KIT
TYPE ORDER CODE

pendant 1000 1 8 6 - 0 2 1 6 1 1

cable 1500 1 8 6 - 0 2 1 7 1 1 0
cable 3000 1 8 6 - 0 2 1 7 2 1 0
cable 6200 1 8 6 - 0 2 1 7 3 1 0

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 jet black RAL 9005 8

TRACK high 3-phase / 3-phase + DALI-2-bus

220-240V

end cap 1 8 6 - 0 2 6 0 1 1

middle feed 1 8 6 - 0 2 1 3 2 3

1 ADDR.

Options on request

LIGHT OPTIC COVER

inset indirect

MOUNTING ACCESSORIES
TYPE ORDER CODE

pendant clip cable 1 8 6 - 0 2 6 5 2 1 0
pendant sheet metal clip 1 8 6 - 0 2 1 5 2 2 0
pendant clip rod 1 8 6 - 0 2 6 5 4 1 0

joiner piece cable 1 8 6 - 0 2 6 5 3 1 0
joiner piece rod 1 8 6 - 0 2 6 5 5 1 0
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100x27
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9
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148

58

32

90

58

32

148

58
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Pole options

poles internal left poles internal right

poles external left poles external right

poles end feed left poles end feed right
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32

 TRACK round 
 surface / suspended

TRACK 240V-16A
L (mm) ORDER CODE

1000 1 8 6 - 0 1 5 1 1 3
2000 1 8 6 - 0 1 5 2 1 3
3000 1 8 6 - 0 1 5 3 1 3
4000 1 8 6 - 0 1 5 4 1 3

CONNECTORS 240V-16A
TYPE ORDER CODE

linear connector 1 8 6 - 0 2 1 1 1 3

end feed left 1 8 6 - 0 2 5 3 1 3
end feed right 1 8 6 - 0 2 5 4 1 3
middle feed 1 8 6 - 0 2 1 3 2 3

L-connector right 1 8 6 - 0 2 5 1 3 3
L-connector left 1 8 6 - 0 2 5 2 3 3

MOUNTING ACCESSORIES
TYPE ORDER CODE

TRACK CURVE 240V-16A
TYPE ORDER CODE

SUSPENSION KIT
TYPE ORDER CODE

pendant 1000 1 8 6 - 0 2 1 6 1 1

cable 1500 1 8 6 - 0 2 1 7 1 1 0
cable 3000 1 8 6 - 0 2 1 7 2 1 0
cable 6200 1 8 6 - 0 2 1 7 3 1 0

Order options

CONTROL

non DIM
DALI-2

MATERIAL COLOUR

 pure white RAL 9010 7
 jet black RAL 9005 8

TRACK round 3-phase / 3-phase + DALI-2-bus

end cap 1 8 6 - 0 2 5 0 1 1

cutting tool 1 8 6 - 0 2 1 9 1 1 0

Options on request

CONNECTOR

T-connector
X-connector

220-240V1 ADDR.

pendant clip cable 1 8 6 - 0 2 5 5 2 1
pendant clip rod 1 8 6 - 0 2 5 5 4 1

R 500 90° left  1 8 6 - 0 1 5 8 5 3
R 500 90° right 1 8 6 - 0 1 5 8 6 3

joiner piece cable 1 8 6 - 0 2 5 5 3 1
joiner piece rod 1 8 6 - 0 2 5 5 5 1

ø 46

40
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100

R 500

40

4622

115x27

33

90

46

136

TRACK

poles right (outside)
poles left (inside)
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